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e Cage System Adapter Plate

#86-846
Stock #86-846 5 In Stock

OO w

ADD TO CART

Volume Pricing

Qty 1+ €41,25 each

Need More? Request Quote

@ Frices shown are exclusive of VAT/local taxes

Product Downloads

SPECIFICATIONS

General

Function:
Adapter Plate

Physical & Mechanical Properties

Plate Inner Diameter (mm):
320
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Bolt Circle Diameter for M3 C'bore (mm):
4242 (30.0Sq.)

Construction:
Black Anodized Auminum

Dimensions (mm):

42 Sq.

Bolt Circle Diameter for M3 Thru (mm):
38.0

Regulatory Compliance

RoHS 2015:
Compliant
Certificate of Conformance:
View
Reach 233:
Compliant

PRODUCT DETAILS

o Interfaces Between TECHSPEC Optical Cage System and Other Cage Systems
o Adapts 30mm Rod Spacing to TECHSPEC Cage System’s 38mm Bolt Circle
e 32mm Inner Diameter

The TECHSPEC® Cage System Adapter Plate is designed to easily interface between TECHSPEC Optical Cage System components and other cage systems. The TECHSPEC Cage System Adapter Plate uses four

counterbore holes at 30mm spacing to mount to the end of other cage systems’ tapped rods. ATECHSPEC Cage System standard cage plate can then be attached to the TECHSPEC Cage System Adapter Plate using eight M3
tapped holes. Aset of 4-40 cap screws are included.

TECHNICAL INFORMATION

Cage System Adapter Plate (#86-846)
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